






    CTR

Rural Compact 
Prefabricated Transformer 
Substation

Kiosk type  ·
Installation at ground  ·
level
Operation from outside ·
Minimal dimensions ·
Wide range of external  ·
surface finishes

Concrete, monoblock enclosure ·
Underground installation ·
Operation from inside ·
Minimal visual and environ- ·
mental impact
Up to 2 Transformers    ·
(36 kV and 1000 kVA)

Concrete, monoblock enclosure ·
Installation at ground level ·
Operation from inside ·
Wide range of external surface  ·
finishes
Up to 2 Transformers    ·
(36 kV and 1000 kVA)

Modular, concrete enclosure ·
Installation at ground level ·
Operation from inside ·
Wide range of external surface  ·
finishes
Transformer/s up to 36 kV and  ·
1000 kVA.     

    CTC

“Under Pole” Prefabricated 
Transformer Substation

Kiosk type ·
Installation at ground  ·
level under pole
Operation from outside ·
Wide range of external  ·
surface finishes

Highly safe in the event of internal arcs  ·
Minimal environmental, visual and acoustic impact. ·
Aesthetic integration into the environment. ·
Factory-assembled and -equipped. ·
Remote control, telemetering, integrated control,  ·
telemanagement, etc.
Dielectric liquid collector. ·

The pole can be installed at a distance. ·
Fewer MV trips due to atmospheric overvoltages. ·
Birdlife protection. ·
Minimal disturbance to electrical equipment  ·
arising from solar radiation, pollution or atmos-
pheric agents compared to solutions on poles.

PREFABRICATED TRANSFORMER SUBSTATIONS Up to 36 kV

TRANSFORMER SUBSTATIONS IN AN ORMAZABAL BUILDING Up to 36 kV

CHARACTERISTICS
Composed of different components which comply with their own current particular standards.     ·
They are individually tested (the set may or may not be tested).  
Factory or on-site assembled switchgear. ·
Option to include multiple MV distribution configurations. ·
Remote control, telemetering, integrated control, telemanagement, etc. ·

CHARACTERISTCS
Includes a medium-voltage compact  ·
equipment assembly up to 36 kV and    ·
250 kVA.

CHARACTERISTCS
Includes an LV board and a transformer    ·
up to 36 kV and 250 kVA.
MV protection and operation remains    ·
on the pole.

PFS Underground 
Building for 
Transformer 
Substations

PFU Ground Level Walk-
In type Monoblock 
Transformer Substation 
Building

PF Ground Level 
Walk-In type Modular 
Transformer Substation 
Building

ADVANTAGES



ORMAZABAL TRANSFORMER SUBSTATIONS

Ormazabal provides a wide range of products which adapt to the most common requirements, offering the best 
solution in each individual case for:

Public Distribution • 
Private Distribution • 
Renewable Energies • 

with fundamental consideration for:
The safety of persons and property • 
Respect for the Environment • 
Quality and Robustness• 

as well as other aspects related to:
Optimisation of volume,   • 
visual impact and aesthetics
Adaptability to different electrical  • 
distribution configurations 
Minimisation of on-site civil works  • 
and execution times

Ormazabal is committed to sustainable develop-
ment to improve its solutions.
Sustainability is understood as the best compromise 
between satisfying social demands, caring for the 
environment and economic impact.

COMMITMENT TO SUSTAINABLE DEVELOPMENT
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TECHNICAL-COMMERCIAL DEPARTMENT
Tel.: +34 94 431 87 31
Fax: +34 94 431 87 32

www.ormazabal.com

In view of the constant evolution in standards and design, the characteristics of the elements contained in this 
catalogue are subject to change without prior notifi cation.  These characteristics, as well as the availability of 
components, are subject to confi rmation by Ormazabal’s Technical - Commercial Department. 

Transformer Substations up to 36 kV  

Prefabricated Transformer Substations  
Medium Voltage Applications for Renewable Energies  
Secondary Distribution Medium Voltage Switchgear  

CGMCOSMOS System 
CGM.3 System 
Primary Distribution Medium Voltage Switchgear 

CPG System 
CPA System 
Automation, Protection, Telemanagement and Communication 

Distribution Transformers 

Low Voltage Switchgear 
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